PROJECT DESCRIPTION

I. GENERAL

This project invoives the modifeation of an existing Trgfric Control Signal with sireet
tighting at the intersection of MD 117 (Clopper Rood) ond Hopkins Roaod in Montgomery
County. The north side of MD 117 (Clopper Roud) i3 being widened In this areg for the
purpose of cregting aon egstbound ieft furn lane. MD 117 (Ciopper Rogdl s gassumed to
run an east-west direction.

IT. INTERSECTION UPERATION

1. The intersection is 1o continue operating in g three-phase. semi-coctugted mode. with
the MD 117 (Clopper Road) approaches running concurrently. Farside sampling station
shall be provided on both legs of MDD 117 {Clopper Road) at this intersection. Ths Hopkins
Road approacst shall run independantly.

2. The existing eight-phase contfroller housed in o NEMA size “67 base-mounted cabinet shali
remain in operation af this intersection.

F[il. SPECIAL NOTES

fo The Contractor shall be responsible for termingting ali signal cabiess o the appropriatre
terminglis and shall properiy icbet egeh cable. Contact Mr. Bob Gonzaies gt (240 777-8761
seventy-Ttwo hours In gdvance of ntended work.

Ze Al underground and overhead utiiities shown on Thess plans are schematic only and may
not be complete. The Contractor shali be responsible Ffor notifying Miss Utiiidy prior o
construction so that all utilities may be located in the field. I the Contractor parcelves
That o conflict between the utitities and the +raffic signal wili ocowrs the Condractor shoil
notifty the Project Engineer immediately so that the contiict may be resoived.
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EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR

DESCRIPTION QUANTITY
127, one-~way. three-section 4 EA
{R:Y:01 bBlock—faced traffic
signal head with adjustable
bracket for mast arm mounting
ared runnet visors.
8%, ore-way. three-section 2 EA
(R:¥«G1 black~faced traftic
sighal heag with adjustable
bracket for mast arm mounting
angd tunne! visors.
Test pit axcavation. T C.Y.
Furnish and install concrete E L.Y.
for signgl foundation.
Saw out for signal 540 L.F.
{loop detector).
19 liquid +ight flexible 80 L.F.
non-mataliic conduit for
daetector siegve.
Furnish and install 37 schedutle 140 L.F.
B0 rigid polyvinyl chioride
conduit - Trenched
Furnish ang install slectricgl ¢ EA
hardhiote.
Furnish and instatl foop wire 181%  L.F.
snogsed In flexible tubing
{No. 14 AWG).
Furnish and instalil b-conductor slectrical 160 L.F.
catle (No. 14 AW.G. ).
Furnish gnd install 7T-conductor electrical 600 L.F.
oabie No.o 14 A W.G. ).
Firmiish and instat! ground 1 EA
rod 34 x 107,
Furnish ond instali No. 6 140 [L.F.
AWG stranded bare copper
around wivre.
Furnish and install froy cable - 180 L.F.
< conductor [No. 12 A¥G)
Remove existing Zz EA
averhadad mounted sign
Remove existing handhole 2 EA
Relocote existing overheod sign. 1 EA
Furnish and install 250 wott 1 EA
HPS Lumingire with photocel !,
Furnish and instaii 207 {ighting 1 EA
bracket arm for traffic signol
structure.
Hemove existing traffic signal head. & EA
Canoge 4-conductor electrical cable 510  L.F.
{No. 14 A.W.G.! (shisided).
Remove existing steel poles mast arm and 1 EA
concrete foundation 27 below grade.
Furnish and instatt 27° steel pole 1 EA

pole and 707 mast arm.
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